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PmFACE 

The following i s  the ninth Progress Report on the National Aeronautics 
and Spaoe Administration Research Grant NsG-138-61, en t i t l ed  1!Low=Power, 
Low-Speed Data Storage and Processing Techniques." 
and Eighteenth quarters beginning June 1, 1965, 

and direction of the research and w i l l  s t a t e  i n  simple terms the important 
conclusions. 
Technical Notes a s  soon a s  they are completed. 

It covers the Seventeenth 

The work w i l l  be covered by descriptive reports outlining the progress 

Detai ledtechnical  studies will be published i n  a s e r i e s  of 

Richard Clark Barker 
Director 

NASA NsG-138-61 
Progress Report, l7th,  18th Quarters 



STATEPlENT OF OBJECTIVES 

The purpose of t h i s  research is t o  improve the technical capabili ty t o  

perform memory functions i n  spacecraft, 

preprogrammed memories, memories t h a t  perform data-analysis functions, and 

The study includes special  purpose, 

~ general-purpose memories, including contentladdressed and command-addressed 
I 

memories. 

A t  the present time, the  demands of spacecraft development schedules 
~ 

I require ear ly  canmitment t o  developed memories and well-established c i r c u i t  

techniques. The research covered by t h i s  grant i s  designed t o  bring together 

the newest techniques andmaterials i n  a manner relevant t o  spacecraft appli- 

cation so t h a t  improvemeats i n  memory deeigne can be real ized from basic 

technical advances as rapidly a s  possible. The results should be applicable 

t o  a wide var ie ty  of spacecraft missions, 

I 

I 

I 

I 

An important par t  of the study is t o  assemble information on a var ie ty  

of memory techniques so t h a t  it w i l l  be available t o  NASA imtrmnentatiop 

groups and associated groups planning space experiments, 
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SUi4MARY OF MORK FOR THE SEITENTEHNTH ABD E3GHTEENTH QUUFtTERS 

New Devices 

During th i s  period, approximately half of our e f fo r t  has been 

put in to  the  study of electron tunneling devices. 

per cent devoted t o  experimental work, part of which was involved with 

This is  about 80 

developing techniques f o r  evaporating or growing films, and the re- 

mainder measuring the characterist ics of tunnel junctions and com- 

paring them with those predicted from theory. 

1. Vacuum systems 

I n  June, we were s t i l l  operating with the or iginal  three sys- 

tems. One was a new Varian Vac-Ion pump with Vac-Sorb roughing pumps 

and a titanium sublimation pump. 

glass b e l l  jar  and a MRC 8-port feedthrough collar.  The system can 

maintain &doloo7 range pressure while evaporating Nickel. Me have 

had some d i f f i cu l ty  i n  cycling because the roughing pumps did not 

This operates with a 12-inch 

get  the pressure low enough t o  keep the Vac-Ion pump from over-heating. 

The second system was the 10-year-old 12-inch system given t o  us by 

IBM as  sv.rplus equipment. It delivers not much be t te r  than Torr 

i n  the b e l l  j a r  during evaporation, which i s  adequate f o r  some of the 

sputtering work. The t h i r d  w a s  a 1948-vintage Di s t i l l a t i on  Pro- 

ducts pump with an 18-inch bel l  ja r ,  which w e  hoped t o  put i n to  

service. After much ef for t ,  w e  obtained not better than Torr 

i n  the be31 jar, so the  system was scrapped except f o r  the jar,  

stand and hoist, 

Since there is some urgency f o r  a system which can do multiple 

operations without breaking the vacuum and contaminating the surfaces, 
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we have saved the b e l l  jar ,  the hoist  and the stand, b u i l t  our own 

base p la te  and roughing l ines,  and ins ta l led  a new " E G O  611 diffusion 

pump and a new roughing pump. The roughing pump has a 1-micron capa- 

b i l i t y ,  a s  opposed t o  the .!@ microns of the ear ly  system, The system 

has a gate  valve just below the base plate so t ha t  the diffusion 

p u p  can be l e f t  on while the vacuum is broken. 

through the baseplate, which is essent ia l  when the gate valve is used, 

Nith the addition of a titanium sublimation pump of our own design 

i n  the bel l  jar ,  we can now go from atmospheric pressure t o  510q7 

Torr i n  about 1s minutes, wfith l i qu id  nitrogen i n  the collant baffle, 

Delivery of the  pump was promised i n  the middle of June, 

three weeks l a t e ,  there was a low-temperature leak in  the nitrogen 

baffle,  there was time involved i n  the se t  up, the low-pressure 

plumming, 

matic protection system which turns off the pump power i f  the pressure 

gets  above limits, 

mid-October, Also nearly complete a re  a titanium sublimation pump 

designed t o  f i t  i n  the top of the b e l l  jar, a substrate heater and 

holder, and an electron bombardment evaporation source. 

2. Preparation of Samples. 

It also roughs 

It was 

delivery of the vacuum gauges, and in  ccanpleting th0 auto- 

As a resul t ,  the system was put i n  operation i n  

The experiments t o  date have involved tunneling through t h i n  

oxide layers between two different  metals. 

ing between copper and nickel, 

pared a re  of three kinder nickel, oxide and copper, 

Nickel 

We are  aiming a t  tunnel- 

Therefore, the materials being pre- 

We a re  evaporating pure nickel from an electron bombardment 

The power supply is a $10,000 item i f  source of our own design. 
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bought commercially, 

of a uni t  designed by an indus t r ia l  research laboratory, a par ts  l i s t  

and some h in ts  

We were fortunate enough t o  obtain schematics 

on layout. As a result, we b u i l t  the unit fo r  

about $1, 200 i n  parts and had l e s s  than a day of debugging and 

checking out, which i s  remarkable. 

l-ampere supply fo r  the beam, and a 25-volt, 40 ampere supply fo r  

the filament. 

high voltage supply is current stabilized. 

rated material tends t o  ionize and produce gross i n s t a b i l i t i e s  i n  

the operation of the  electron beam source. 

t ion  permits continuous beam current control through a much wider 

range. 

The uni t  contains a S.OOO-volt, 

One of the major features of the source i s  tha t  the 

The vapor of the evapo- 

The current s tabi l iza-  

I n  pa ra l l e l  w i t h  the evaporation of nickel, we are  also working 

with s ing le  crystals .  

method, and by s l ic ing quarter-inch cylindrical  c rys ta l s  pa ra l l e l  

t o  the  desired c rys ta l  faces. 

These are  being prepared by the vapor growth 

The growth of the crystals  i n  the vapor takes place a t  approx- 

imately 700 degrees centtgrade. 

are  placed i n  one end of a small procelain crucible which is  oovered 

with a s imilar  crucible chipped along t h e  s ides  t o  permit an equi l i -  

brium flow of the atmosphere. 

tube a t  about 100 cc/min and a very small amount of hydrogen, approx- 

imately 0.1 cc/min (almost impossible t o  measure) i s  added. 

t ion  of the i<iBr takes place i n  the vapor and p l a t e l e t s  and whiskers 

grow on imperfections on the  porcelain surfaces. We have had some 

prbblem gett ing jus t  the  r igh t  combination of parameters i n  the 

dishes with the r e su l t  t ha t  crystals  do not always grow. 

About ten grams of nickel bromide 

Nitrogen is  f ed  in to  one end of the 

Reduc- 

The lack 
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of reproducibil i ty of growth makes us doubt tha t  we understand f u l l y  

the conditions required. This i s  admittedly a highly empirical sci-  

ence. Thus, our e f fo r t s  have been directed a t  controlling the atmos- 

phere, flow, and temperature i n  the region of c rys ta l  growth so 

t h a t  the number of unknowns can be reduced. P la te le t s  of about 100 

microns i n  size, t r iangles  and rectangles, about 1000 angstroms thick, 

a re  being grown sproatically. We occasionally f ind  some i n  the 

millimeter size. 

For the  s l iced  crystals,  procedures have been worked out f o r  

polishing the surfaces, mounting the c rys ta l  i n  a goniometer head, 

obtaining the orientation by X-ray Laue patterns, and s l ic ing  pa ra l l e l  

t o  the desired face. 

platelets ,  the  perfection of the surface i s  much greater by any measure 

i n  t h e  p la te le t s .  

Having established the process adequately, we are  making no more 

wafers u n t i l  the method of growing the oxide has been sa t i s f ac to r i ly  

developed. 

Oxides 

Whereas the samples a re  much larger  than the 

Copper crystals  have been prepared i n  t h e  same way. 

The intermediate oxide should be in the range between 20 and 

100 angstroms. 

t ha t  normal surface i r r egu la r i t i e s  on an oxide may be expected t o  be 

of the same order of thickness. 

oxide and aluminum oxide. 

oxide and aluminum oxide a re  very different. 

t o  a t  l e a s t  20 angstroms-at room temperatures, whereas nickel  rewrss 

a much higher temperature (about 300 C) .  

should, therefore, be re la t ive ly  easy t o  define on top of the nickel. 

T h i s  i s  very hard t o  measure. Further, it i s  suspected 

The oxides grown have been nickel 

The temperature fo r  the growth of nickel 

Aluminum w i l l  oxidize 

The aluminum oxide prof i le  
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However, i n  20 A thick f i l m s ,  it i s  d i f f i cu l t  t o  obtain aluminum oxide 

without pinholes since it gram on a nickel surface, We have attempted 

t o  oxidize the existing nickel i n  the hope of obtaining a continuous 

nickel oxide f i l m .  

Aluminum oxide has been made by evaporating aluminum and then 

oxidizing, evaporating aluminum oxide directly, and evaporating aluminum 

i n  an oxygen atmosphere. 

the nickel surface a t  elevated temperatures in an oxygen atmosphere, 

and by means of a glow discharge. 

given by f a r  the best  resu l t s ,  

Copper 

The nickel oxide has been grown by oxidizing 

The glow discharge technique has 

In  most of the ear ly  experiments, copper was evaporated over the 

The copper s t r i p s  were oxide layer  t o  form the second metal surface. 

brought out t o  the  s ide where solder contacts were made. 

was evaporated with the electron gun source. 

the copper was being i n  par t  ionized, although the  ions were apparently 

being driven through the very th in  oxide layer and causing short  c i r -  

cui ts .  

caused by f a u l t y  oxides, 

ionized copper was a t  f au l t ,  

a hot filament. 

during evaporation of the copper, the additional mobility of the copper 

and the oxide also caused short  c i r cu i t s ,  Successful junctions require 

t h a t  the substrate  be kept a t  room temperature and tha t  the copper be 

evaporated by a technique which does not ionize the material ,  

substrate temperature can be and may have t o  be controlled, 

The copper 

It was discovered that 

For some time, it was thought that  the short  c i r cu i t s  were 

Experiments have since established tha t  the 

?he copper is  now being evaporated from 

It was a l so  discovered tha t  i f  the substrate was heated 

The 
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, 3. Tunneling Experiments 

It should be obvious t h a t  i n  addition t o  the tunneling experiments 

themselves a great deal remains t o  be understood about the character 

and formation of the oxides which are  central t o  the study of any elec- 

t ronic  processes a t  surfaces. We are attempting t o  be select ive about 

the aspects of the oxides we study, selecting only those aspects t ha t  

a f fec t  our immediate a b i l i t y  t o  make good reproducible tunnel junctions. 

From this standpoint, we believe tha t  the measure of the qual i ty  

of t h e  oxide is our a b i l i t y  t o  match the tunneling equations of Simmons. 

The major unknown i n  matching these equations i s  the act ive area of 

the junction. 

w i l l  take place over a small portion of the junction. 

If the surfaces a re  rough, the  majority of the tunneling 

Junctions have been made by simply crossing s t r ip s ,  with an oxide 

over the first one. We have a l s o  masked off a th in  s t r i p  on a wider 

one by evaporations of s i l i con  monoxide, shadowing the s t r i p  with a th in  

wire. 

been oxidized through the masked-off strip.  Experiments have not ye t  

been suf f ic ien t ly  conclusive t o  compare these -tho&, but it appears 

t o  be a matter of convenience a s  f a r  as our experiments are  concerned. 

For extensive production of junctions, it w i l l  be a matter of technolo- 

g ica l  development, 

4. Device Objectives . 

This has been done on top of the oxide, and a l so  the nickel has 

From time t o  time it is  helpful t o  restate i n  broad terms the 

objectives of the work i n  t h i s  portion of our program. 

ing t o  devise new methods of reading out memory devices, 

opinion t h a t  the most s ignif icant  advances of this kind a re  t o  be found 

i n  the form of macroscopic quantum effects: e f f ec t s  that a r e  not 

We are  attempt- 

It is  our 
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predicted by c lass ica l  physics. 

e f fec ts  of t h i s  kind are  l i ke ly  t o  be found a t  the interfaces of d i f fe ren t  

materials i n  the form of interactions between e lec t r ica l ,  magnetic and 

opt ica l  properties. 

It is further our opinion t h a t  useful 

I n  the present studies, we are  looking fo r  a variation of conduc- 

t i v i t y  resul t ing from a s h i f t  i n  the band structure i n  magnetic films. 

Doing the experiments requires tha t  we develop a capabili ty of making 

metal films, single crystals, oxides and other supporting masking and 

insul la t ing processes. It also requires tha t  we study conduction and 

magnetieation processes i n  terms of quantum theory from the standpoint 

of useable devices. As a resul t ,  we hope t o  be able t o  develop our capa- 

b i l i t y  t o  examine various experimental configurations and be able t o  

asseswwhich ones are  likely to degenerate t o  c lassical ,  known phenomena, 

and which ones will show quantum ef fec ts  i n  a macroscopic form. 

While we are being very deliberate i n  what we are attempting t o  do 

i n  the short  run, we are xsa l i s t i c  about what t o  expect. 

happens, i f  ever, tha t  one sets out t o  invent the t rans is tor  and succeeds. 

However, t he  short-range objectives we have s e t  f o r  ourselves are a 

d i rec t  challenge t o  t rans la te  the physics in to  useable form and either 

do it o r  show by sound reasoning from f i rs t  principles why it cannot be 

It rare ly  

done. 

There are re la t ive ly  few people who are  attempting t o  develep 

radical ly  new memory techniques. 

from product development, we believe t h a t  the need t o  apply new techno- 

logy i n  the memory f i e l d  ju s t i f i e s  t h i s  kind of reoearch in a memory= 

systems oriented program, 

on techniques tha t  are  qua l i ta t ive ly  different and a re  based on the applied 

Although our e f fo r t s  a re  f a r  removed 

Fbther, since we are concentrating our e f fo r t s  
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physics from which the next generation of technology w i l l  come, we  be- 

l i eve  tha t  t h i s  kind of e f fo r t  consti tutes i dea l  university research. 

It should be c lear ly  understood tha t  graduate students working i n  this 

program began t h e i r  graduate work two t o  three years ago with t h e i r  

i n t e re s t s  centered on c lass ica l  electronic techniques and c i rcu i t  analy= 

sis. 

technology and with a working knowledge of the qcantum t.heory of elec- 

t ronic  processes. 

an impact on the space program tha t  f a r  exceeds the specif ic  developments 

t ha t  may come from our laboratories,  

Properties of Fer r i tes  and Ferr i te  Devices 

Today they a re  graduating w i t h  experience i n  the 3.atest th in  film 

We contend, therefore, t h a t  the research e r fo r t s  have 

Our paper, Nessurement of Useful Properties of Memory Devices, 

summarizes the types 

i n  the development of magnetic memory, it might be wondered w h a t  more 

can be measured on a l i t t l e  f e r r i t e  ring. The above paper summarizes 

what we believe i s  r e q u i r e d t o  characterize a core from a memory stand- 

point. 

of experimental work i n  progress. A t  t h i s  stage 

In  practice, data is never a s  complete a s  this.  

There i s  s t i l l  a great deal of mystery mrounding the nature of 

the physical processes tha t  take place during the reversal  of magneti- 

zation a t  high speeds. The theoret ical  and experimental approaches t o  

these questions have become highly stylized, and rather  ineffective. 

Many have ceased t o  work on the problem, some because it i s  too diffi- 

cu l t  and some because indus t r ia l  development of f e r r i t e s  has proceeded 

sa t i c f ac to r i ly  and is  not l i k e l y  t o  gain from theore t ica l  research i n  

proportion t o  i t s  cost. 

s ib le  f o r  a prol i ferat ion of companies competing i n  the f ie ld .  

price competition has produced a cutback i n  basic research and a 

The increasing use of memory has been respon- 

The 
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concentration of e f fo r t  on production processes, quali ty control, and 

cost  reduction. The situation i s  similar t o  that in the semiconductor 

inciustry. 

OISr e f f o r t s  are aimed a t  developing a new and more revealing appraseh 

t o  these studies. 

are  governed by grain size, grain interfaces, voids, variation of chemis- 

t r y  through the  volume due t o  oxidation o r  reduction i n  the firing a w -  

phere, anisotropy of the basic ferrite material, and in te rna l  stress 

due to surface shrinkage i n  the firing prooes~. The question is: in 

w h a t  r e l a t ive  proportion do these properties affect the meaeured elec- 

tromagnetic aharacterist ice,  and br controlling these propertiee, w h a t  

character is t ies  aan be enhanced or diminished. 

is i n  nondestruative readout properties. 

1, Theory 

The physical processes involved i n  magnetic switching 

Our specif ic  i n t e re s t  

Studies are being ma& t o  review existing theories from which one 

can estimate re la t ive  amounts of energginvalved i n  magnetostatic fields, 

eniaotropy, and domain walls s ta t ica l ly ,  and accoustic and spin waves 

dynamically. Known properties of the materials a re  being accumulated 

t o  enable us t o  make quantitative calculations. We are  eqecially 

interested i n  evaluating temperature ibpendence of the various energy 

components. 

separate the eontributions of the constituent energiea experimentally. 

Temperature dependent measurements may make it poersible t o  

The theoret ical  work is d i f f i cu l t  and tims-consuming, Although 

we do not have ful l  comand of the si tuat ion as yet, progress has been 

made, 

2, Expriment 

In  order t o  make any experimental contribution t o  OUT understanding 
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of magnetization processes, it is  necessary t o  make accurate quanti- 

t a t ive  measurements, 

a re  of 5 610 percent accuracy and highly qual i ta t ive i n  concept, 

have, therefore, made a substantial  effort t o  mechanize the data-taking 

so t ha t  it can be recorded permanently i n  a sui table  form. 

months primary experimental e f fo r t s  have been devoted t o  the instrumen- 

tatior,. 

a technical memorandum, which w i l l  be published soon. 

frieasurements typically made of switching waveforms 

We 

In  recent 

The instrumentation has Secome suff ic ignt ly  complex t o  merit 

Instrumentation 

1. Pulsers 

A prototype pulser design was completed during the spring term. 

Many pulsers are  needed for  some of our pulse programs, and a t  $750 each, 

the cost  j u s t i f i ed  construction of some laboratory uni ts .  

was designed by a senior student as a laboratory project. 

50 volts  i n t o  a SO-ohm load, variable i n  2 db steps. 

variable r i s e  time which can be reduced t o  75 nsec., which i s  adequate 

f o r  many applications, 

delay up t o  3: mBeo and a pulse width variable up t o  lmsec .  

The pulser 

It delivers 

The pulse has a 

It i s  triggered externally, and has a pulse 

During the summer the prototype was debugged, par t s  were ordered, 

copper c i r c u i t  boards were printed, and ten  u n i t s  were constructed. 

Final t e s t s  have been completed and drawings have been made. 

2, Programmers 

The log ic  of the f i rs t  uni t  has been redesigned t o  improve osci l la-  

t o r  burst control and include a program stop, 

constructed using DEC Fl ip  Chip components, which f i ts  on a 1 P b y  6-inch 

panel, 

A second uni t  has been 

Its front panel features include: 

-- Reset, run, s ingle  step, and program stop 
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- 16 clock t ines ,  8 outputs. A l l  timing done on a 6-inch square matrix 

with diode pins, 

-- Four delay un i t s  f o r  two s t ep  repeats, two pa i r  repeats. Delays up 

t o  one second. f o r  osc i l la tor  burst control are  available a t  

the f ront  panel f o r  a l l  delays, 

-- One step-repeat delay is switched t o  an Whi .b i t  Stoptt mode i n  which 

it inh ib i t s  the program stop f o r  the period of the delay. 

one t o  s e t  the program stop and, by pressing the s t a r t  button, t o  

go through a variable number of complete cycles before activating 

the  program stop. 

This allows 

ow One pair-repeat delay can be switched t o  a Quad Repeat mode, allow- 

ing  one t o  repeat a set of fuur pulses rather than a pa i r  f o r  the 

duration of the delay. 

This uni t  is essent ia l  f o r  some of the  experimental studies planned. 

Commercial versions stre priced near $6000. 

parts cost  of $1600, 

3. Magnetic Characteristics 

T h i s  unit w a s  b u i l t  a t  8 

Nodlfications have been made t o  the 567 sampling scope t o  p lo t  the 

t race  d i rec t ly  on an X-Y coordinate pen recorder, A Type 0 plug-in 

unit has been adapted t o  the 567 t o  integrate the sampled signal i n  

order t o  p lo t  flux, 

integrate  high-speed waveforms accurately. As a resul t ,  - F charac- 

t e r i s t i c s  can be recorded i n  a s i ze  and format sui table  f o r  making 

quantitative measurements, 

On repe t i t ive  testing, t h i s  reduces the need t o  
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PIAN!3 

There a re  several  projects t h a t  have been somewhat delayed, pr i -  

marily because of personnel changes, and will be complete$,in the next 

quarter. 

1. The 90 per cent-complete study of the character is t ics  of an 

adaptive telemetry system using bit-plane encoding or other 

data-compression schemes. 

who found it necessary t o  leave Yale. 

This is the thes i s  of R. M. Lockerd, 

He has not yet completed 

the mrk. 

2, The model bit-plane encoding memory, which is  a l so  90 per cent 

complete and was suspended when Lockerd leff;. We have not had 

readi ly  assignable manpower t o  complete the remaining portions 

of the  timing c i rcu i t s ,  but intend t o  complete them during the 

next quarter, 

An experimental study of a magnetic threshold pulse counter was 

made during the spring term a s  a student project.  A second de- 

s ign is  required i n  order t o  improve the count threshold from 

20 t o  the desired 32. 

3. 

This will be completed and written up in 

the  next quarter. 

Work on t h i n  fi lm devices and f e r r i t e s  w i l l  continue as  indicated 

We are  hopeful t ha t  we will have some significant resu l t s  t o  above, 

report i n  the next few months. 


